
DEWCHECK  MONITOR



DEWCHECK  MONITOR
EXTREMELY VERSATILE TOOL FOR MEASURING AND RECORDING ALL CLIMATE 
PARAMETERS REQUIRED FOR TREATING SURFACES

CONTINUOUS MONITORING OF ENVIRONMENTAL CONDITIONS

It is a well known fact that correct climate parameters are of extreme importance 
for a successful coating job. Professional coating contractors will use their Dew-
Check handheld frequently during work-hours to make sure environmental condi-
tions are within specifications.

However climate changes fast and especially during night time the situation can 
be totally different. 

• Bare steel of “open” blasting work will rust within hours if   
 condensation (has taken) takes place. 
• An already applied coating has its special climate requirements also  
 during its curing period.

Therefore high-level preservation specifications do require continuous monitoring 
of environmental conditions starting well before the job commences until the 
coating is fully cured. DAY AND NIGHT!

CLEAR INFORMATION

DewCheck Monitor measures, calculates and records :

   AIR TEMPERATURE

   RELATIVE HUMIDITY

   DEWPOINT

   SURFACE TEMPERATURE, OPTION 2 SURFACE TEMPERATURES.

   DELTA T (SURFACE TEMPERATURE MINUS DEWPOINT)

   DATE AND TIME

Each parameter can be set with min. and max. limits. 

Each time a limit is exceeded the DewCheck Monitor will issue a warning which is 
visible on the screen and indicated by a bright red flashing LED. The instrument 
will indicate and record which parameter was out of its limits, when this happened 
and for how long.
Each warning has to be confirmed in order to clear the screen so the operator 
stays informed and can take corrective actions in due time. 



DEWCHECK  MONITOR
THIS ERGONOMIC INSTRUMENT IS DELIVERED IN A STURDY CASE 
COMPLETE WITH CERTIFICATE.

DATA EVALUATION
DewCheck Monitor offers different options of data evaluation. 

1. The instruments display shows basic results of each batch complete  
 with min. and max values and the number of limit exceeding‘s.
 
2. A brief report can be printed via the wireless printer connection to the  
 TQC-Irp portable field printer.

3. PC-software generates a comprehensive full colour report. With lots of  
 extra data like operator ID, jobsite etc..

EASE OF USE
DewCheck Monitor is being operated through a user friendly menu-driven inter-
face.
Operation is absolutely intuitive and no manual is required.

The backlight display allows clear visibility under all circumstances

To avoid tampering the instrument can be locked with a personal code. In this 
mode only the operator can change settings or stop the logger. Real time mea-
surement and warning are still visible to all.

Long term process monitoring. With a full set of quality-batteries and the right 
interval setting processes lasting up to 50 days can be monitored continuously.

Three strong magnets with anti-slip coating allow the instrument to be placed on 
any ferrous steel surface and guarantees it stays there.

QUALITY
DewCheck Monitor is equipped with a high-quality humidity probe for long term 
accuracy and stability. The probe is protected through a Wire mesh filter and a 
secondary cloth filter directly on the probe. A high-end NTC-sensor provides 
correct air temperature reading and “class 1” K-type thermocouples assure accu-
rate surface temperature readings.

A strong anodised aluminium enclosure makes the logger suitable for the harsh 
environment of the protective coatings industry.

Over dimensioned magnets guarantees secure mounting of the product to ferrous 
steel. A rubber coating will prevent the instrument from sliding and protects the 
surface(paint) against scratches.



RANGE

Range temperature    -20°C TO +70°C / -4°F TO +160°F

Range humidity     0 - 100 % RH

Operating temperature instrument  -20°C TO +65°C / -4°F TO + 150°F

Operating temperature display   0 TO 50°C / 32 TO 120°F

ACCURANCY

Temperature    ± 0.5°C  / ± 1°F

Humidity    ± 3% RH

Dewpoint    1.0°C / 2.0°F

RESOLUTION

Temperature    0.1°C / 0.1°F

Humidity    0.1 % RH

MEMORY

Capacity    5 BATCHES

Batch capacity    12.500 READINGS/DATASETS

Warning memory   MAX. 400 WARNINGS PER BATCH

TECH SPECS

Power     4 AA ALKALINE BATTERIES

Battery lifetime    ABOUT 800 HOURS DEPENDING ON BACKLIT USE.

Dimensions    180 MM (WITHOUT SENSORS) X 120 MM. X 40 MM.

Weight     700 GRAM

Case material    ANODISED ALUMINIUM

Magnets    3 X NEODYM, 75NEWTON EACH WITH SANTOPRENE RUBBER COATING.

Display     30 X 45 MM. FULL GRAPHIC DISPLAY, ILLUMINATED.

Scope of supply:   datalogger complete with one surface probe,    
     evaluation software and datacable.

Options:    Dustbarrier, TQC-Irp portable field printer
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