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READ THIS FIRST! 
 

Caution 
 

1. To ensure optimal performance of the Model 7101, the 
instrument should be operated in an environment maintained 
at normal laboratory conditions i.e. 22°C +/- 2°C, 50 % RH 

 
2. Ensure ALL cap nuts on gas fittings at the back of the 

instrument are removed before connecting the gas line. 
 

3. Do not conduct tests at lower temperatures without properly 
reducing humidity levels within the instrument prior to 
lowering temperature. If instrument should be used with a 
lower temperature than the previously set target, the test 
should be run using high purge flow option to prevent 
condensation.  

 
4. Starting new test at lower temperature without using high purge 

flow option may cause condensation within the analyzer. 
 
5. Maintenance and Service should be performed by qualified 

personnel only. Make sure the analyzer is powered OFF and 
unplugged from power source before performing any 
maintenance or service. Failure to do so can result in electrical 
shock. 
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1.0 INTRODUCTION 
 
Thank you for your purchase. 
 
The Model 7101 Water Vapour Permeation Analyzer has been designed to provide accurate and 
uncomplicated measurements of water vapour transmission rates (WVTR) through films and 
packages. The instrument can measure a wide range of films and packages. Standard features 
include computer control, temperature-controlled sample chambers, automatically controlled 
humidity.  
 
We have incorporated into the instrument a P2O5 sensor of our own development and the finest grade 
electronic components to complement its performance. According to Faraday's Combined Laws of 
Electrolysis, the electrolytic current is a measure of the rate at which water is electrolysed.  Under 
equilibrium conditions this equals the rate at which moisture is being absorbed by the P2O5 film.  Thus, 
knowledge of the gas flow rate through the housing and the current in the cell gives an absolute measure 
of the moisture contained in the sample gas. 
 
The model 7101 uses the ASTM F3299-18 and ASTM F1249 test method standards.  
 
The Model 7100 WVTR analyzer also conform to International ISO 15106-3 and ISO 15105-2 standards 
 
This manual is arranged in a manner we feel will provide the greatest ease of reference and use.  We 
are proud of our active program of research and development and wish to know if you encounter any 
difficulties in your application  
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IMPORTANT 
 
Please read this manual before attempting to install or operate the equipment. 
 
The instrument has been factory-validated and does not need to be re-validated prior to installation. 
 
The instrument is supplied with capped inlet gas fittings.  It is strongly recommended that these 
fittings are kept in place until such time as the instrument is put into service – see installation section. 
 
The equipment should be electrically connected and grounded in accordance with instructions and in 
accordance with good standard practice. 
 
 

No responsibility is accepted by Systech Illinois Instruments 
for accidents resulting from improper use of this equipment. 

 

 
 
This symbol is known as the ‘Crossed-out Wheelie Bin Symbol’. When this symbol is marked 
on a product it means that consideration should be given to the disposal of the product, parts 
or accessories. Only discard electrical/electronic items in separate collection schemes which 
cater for the recovery and recycling of the materials contained within. Your co-operation is vital 
to ensure the success of these schemes and for the protection of the environment. 
  

https://www.industrialphysics.com/PI


  
M7101 Operations Manual 0501-0002/1.08 

 

www.industrialphysics.com/PI  Page 7 
 

 

2.0 PRINCIPLE OF OPERATION 
 
The 7101 utilises our proprietary sensor to detect water vapour transmission rates through flat film 
barriers.  Flat film samples are clamped in a diffusion chamber.  Nitrogen with generated RH (user 
adjustable) is then introduced into the upper half of the chamber while a moisture-free (99.999% zero 
grade N2) carrier gas flows through the lower half.  Molecules of water vapour diffusing through the 
film into the lower chamber are conveyed to the sensor by the carrier gas. This allows a direct 
measurement of the water vapour without using complex extrapolations. The water vapour 
transmission rate of the test film is displayed as either g/m2/day or g/100in2/day (user selectable). 
 

 
 
 

SAMPLE CHAMBER CROSS-SECTION 
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3.0 INSTALLATION 

3.1 Fuse Cartridge 
 
The instrument is operated from AC line power, voltage of between 90 and 260 VAC, 50 – 60 Hz 
automatically sensed by the analyzer.  
The IEC standard cable supplied should be connected to a captive plug with an integral earth 
connection and wired to a fused supply as follows: 

 
Brown to Live 
Blue to Neutral 
Green/Yellow to Earth 

 

 
Power entry module on the back of the instrument contains a fuse. The fuse is rated 5A @ 250V and 
is a slow-blow type.  Replace only with fuses of equivalent ratings.   

3.2 Connecting Gas Lines 
 
The user must supply moisture-free (99.999% zero grade) nitrogen to the Model 7101. Systech Illinois 
Instruments provides a moisture trap with the analyzer to remove traces of moisture from the nitrogen. 
 

NOTE: The inlet pressures of gas must be set to 1.4~1.7 bar(g) (20~25psi.)  
 

Two stainless steel fittings for gas connections are located on the back panel of the instrument:  
validation gas (used for instrument validation, VAL GAS IN), and nitrogen (N2 IN).  The moisture-free 
nitrogen is connected to N2 IN. These fittings are 1/8" Swagelok® type.  Do not over tighten the nuts 
when connecting the gas lines to the inlet and outlet fittings.  
 
NOTE: The gas pipe work must be either copper or stainless steel. Plastic tubes must 

NOT be used. 
 

 
 

When an inlet is not in use, it should always be sealed with the provided blanking cap to prevent 
saturation of the tubes inside of the Instrument. 
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3.3 Installation of USB Hub. 
  
Note: Only for systems with Expansion Modules. 
 
Use of USB Hub will be needed to connect expansion modules to PC/Tablet. 
 
 
 

3.4 Insulator for Model 7101 
 
An insulator (see the picture below) shipped with the unit serves multiple uses: 
 

 
a) A place for keyboard and mouse. 

 
b) When the target test temperature is lower than 23OC, it helps to use less power to maintain 

desired temperature. 
 
c) When a high RH is desired, especially with a high temperature setting, it helps to prevent 

any RH fluctuation caused by the change of ambient temperature. 
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4.0 SOFTWARE 

4.1 System Requirements 
 
The Model 7101 software has the following minimum computer requirements: 
 

Windows 8.1 or later (32 or 64 bit) 
1Gb of RAM 
(1024 x 768 screen resolution) 
USB 1.1 port or better. 
500 MB hard disk space minimum. 

4.2 Software Installation 
 
If PC option was ordered, Model 7101 will be supplied with PC or tablet with pre-installed software.  
A memory stick (supplied with the instrument) has original installation files in case software re-
installation is needed. 
If installation of software is needed, insert the Model 8100 / 7100 Memory Stick into PC or tablet. If the 
software installer does not autorun then explore the device and double-click on Systech Illinois 8100 
Setup Build XXX.exe 
 
Note: When installing under Windows 7 or 8, you must be logged on as a system administrator and 
run the software as system administrator.  
 
Note: During this installation phase of the software under Windows 7 or 8, security dialogue boxes may 
appear. Click on “Run” or “Continue” on any security dialogue that appears. Remember you must be 
logged on and running the software as administrator. 
 
You will then be presented with the following screen.  
 

 
 
After clicking “Next”, the screen changes to the Select Destination Location window shown on the next 
page. 
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To install the program to a different directory, click on “Browse.” Otherwise click on “Next” to begin the 
installation.  
 

 
From the Select Additional Tasks window select “Create a desktop icon” and click “Next.” 

 

 
 

Click on “Install” to start the installation.   
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Several screens will be displayed with a progress bar indicating the installation component and 
percentage complete. 
 

 
Once the bar reaches 100%, the installation is complete. If, however the installation should pause with 
a caption resembling the following, always accept the newer version of the file. 
 

 
Finally, the following screen will indicate successful completion of the installation. 
 

 
Click on “Finish” to complete the installation.   
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The other programs located on memory stick are not to be installed unless directed to do so by a 
Systech Illinois Support person or their designated representatives. 
 
Important Note: For the software to operate correctly the decimal symbol has to be the “.” (point) not 
the “,” (comma) which is used in some countries. This can be changed in Windows Control Panel. 
 
Click START/Settings/Control Panel. Open “Regional and Language Settings” select Customise from 
the “Regional Options Tab” and change the”,” to a “.”  

4.3 Connecting the Instrument  

 
A USB cable is provided to connect the Model 7101 to a computer/tablet.  Connect the Model 7101 to 
an available USB port on the computer/tablet using a USB cable.   
 
When an Expansion Module (Model 7111) is purchased, connect it to an available USB port on the 
PC/tablet or connect to a USB-hub to add additional USB connections. 
 
Turn on the Model 7101. Right click the Systech Illinois 7100-8100 program icon and choose “Run as 
administrator”. 
 

 
 

The main menu screen will appear as shown below. 
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Click SEARCH and the following screen will appear (see next page.) 
 

  
The software first checks for all installed units (Models 81XX and 71XX) and will show those available. 
Click on one of the green buttons to begin working with the instrument. The actions to take are then 
shown on the right of the screen. 
 
If the Login button is displayed then you will need to login before any actions can be performed. Login 
is requested if the 21 CFR Part 11 option has been purchased. 
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The login screen: 
 

 
 
 
Select the user to login and the password. If successful, the current user will be shown. 
 

 
 
The Administrator account is used to add and delete users. Please contact your supplier to obtain the 
Administrator password. 
 

 
 

To add a new user, type the username into the list, and type a password. Click the Add User button 
to add them to the system. Select the user and click Delete User to remove that account. 
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SETUP screen: 
 
 

  
 

The moisture Cut Off (ppm) box indicates the concentration at which the P2O5 sensor will be cut off 
automatically by the program. The default value is 5000, which means once the moisture concentration 
reaches 5000 ppm, the moisture sensor will be bypassed, and the test will be automatically stopped.  
 
Note:  
If expected WVTR value is greater than 10 g/m2*day, adjust the moisture Cut Off value 
according to the table below: 
 

Expected WVTR value g/m2*day Cut Off value (ppm) 

0.002 to 10 (normal range unmasked) 5,000 

0.02 to 70(normal range masked) 11,000 

0.002 to 70 (extended range unmasked) 5,000 

0.02 to 1000 (extended range masked) 11,000 

 
IMPORTANT! Remember to return this value to the proper value when testing higher barriers 
to prevent cell depletion. 
 
The Communication Diagnostics section of the screen is useful if problems occur. If Create Diagnostics 
File is selected, then a *diag.txt file is written to the " C:\Systech Illinois\7101\Diagnostic files” directory 
located on the hard drive. Only choose to create diagnostic file if so directed by Systech Illinois service 
department. In all other cases make sure this check box left unchecked to prevent creating unnecessary 
files.  
 
“Water Tank Add water” only used when initially adding water during installation of the instrument, or 
after water tank and humidifier are completely emptied of water. Please refer to section 9.2. 
Click on “X” in right up corner to close the form.
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5.0 SYSTEM BASELINE VERIFICATION 
 
Baseline is an operation that establishes the “zero point” for the instrument (existing “in-leak” level.) Baseline 
gives the software a reference point to use when calculating WVTR data. 
The baseline of the Model 7101 has been established at the factory prior to delivery. To ensure that gas lines 
connected to the instrument do not have any leaks, the baseline should be verified during initial installation. 
Additionally, baseline verification is recommended every 2 or 3 months. The following section explains the 
baseline verification process on the Model 7101.   
 
Baseline verifications should also be conducted on all expansion models. Baselines of multiple modules may 
be verified at the same time or separately.  

5.1 Base Line Verification 
 
Insert blank metal plates into both test cells A and B. Start the software by double clicking the 7101 icon and 
then click SEARCH. Click on the available instrument and then click on baseline.  
 
Base line window will open: 
 

 
 
 
The Bypass and Purge section of the BASELINE window is shown below: 
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During baseline verification, the carrier gas (nitrogen) flows through both halves of the test cells to evacuate 
any moisture present.  The gas bypasses the sensor for a time equal to the BYPASS TIME parameter set by 
the user (30 minutes shown in the above figure.) The bar located beneath BYPASS PROGRESS indicates the 
percentage of bypass completed. After the bypass time expires, the gas is redirected to the sensor for the 
duration specified in the PURGE TIME box (30 minutes in the above figure.)  
 
If the module sat idle for more than a couple days, or the test cells where open to the air for more than 1 hour, 
set Bypass Time to 60 minutes and Purge Time to 30 minutes. 
 

Enter the desired test cell temperature in the Temperature box (37.8C is common.)  Click on the C or F to 
indicate Celsius or Fahrenheit.  The status bar below the Actual and Target temperatures will be red when the 

actual temperature is more than 1 degree from the target temperature.  Otherwise, a green status bar means 
the temperature is within 1 degree from the target.  The temperature portion of the screen is shown below. 

 
If the START is clicked before the actual temperature of the test cell is not within 1C from the target, the 
following message will appear: 

 
Click on Yes to start the BASELINE and No if you wish to wait for the temperature of the sample cell to reach 
the target temperature entered (recommended to wait if actual temperature more than +/- 2ºC off the target.) 
 
Click Start to begin baseline. 
 
Flushing System bar will indicate time progress of the Bypass (moisture sensor not connected). 
 

 
During the BASELINE process, the actual ppm reading from the moisture sensor, test gas and carrier gas 
flows will be shown as seen in the left picture below). During Bypass FLO-C will be 0 and no moisture ppm will 
be shown (right pic below). 
 

  
 
After Bypass time expires, the box next to Purging System will turn blue while the system is being purged.  
The box will turn green once the Purge Time expires.  
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After the PURGE TIME expires, the BASELINE process begins.  The moisture ppm will be plotted in 1-minute 
intervals on the graph.  The moisture value will change on the graph and will eventually stabilize. 
 

 
 
At this time, click BASELINE to set the BASELINE (zero reference) for the instrument. 
A window will appear asking the user to confirm the BASELINE. 
 

  
Click “Yes” and the instrument now has a re-established BASELINE.  
At this point, the user may either click STOP or allow the BASELINE to continue in order to verify the result 
has stabilized.   
Clicking BASE LINE AGAIN will do a BASE LINE second time.  Clicking STOP ends the BASE LINE routine. 
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To exit the BASE LINE window, click on the “X” in the upper right corner of the Base Line window. 

5.2 Baseline and Validation History 
 
The histories of baseline and validation data are saved under a directory called “C:\Systech 
Illinois\7101\Maintenance Files”. This directory is created when the software is first started. Each instrument 
has separate files. 
 

  
 
Open the file “BASE” with the serial number of the instrument, a list of baseline history will be shown. 

 

  
 

Open the file “VAL” with the serial number of the instrument, a list of validation history will be shown.  
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6.0 PERMEATION TEST 

6.1 Test Setup 
 
From the main menu screen, click TESTS.  The following screen will appear. 
 

 
 

Click the “Include” check box to activate each test cell you will be using for testing. The START button 
will become highlighted.  
All cells INCLUDING any inactive cells must have a metal shim, foil, or film inserted to separate the top 
and bottom halves of the test cell and prevent moisture leakage. 
 
The box under the “Include” check box is provided so the user may add a description of the film sample 
being tested.  The description can be up to 26 characters. 
 

 
The TEMPERATURE area on the screen is used to set the desired temperature for the test.  Enter the 
desired temperature in the Target box and check desired units. The status bar beneath the Actual and 

Target temperatures is red when the Actual temperature is more than 1C from the Target 
temperature.    
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If the temperature in any of the selected cells is not within 1C from the Target at the time a test button 
is clicked, then the following message will appear. 
 

 
The Test Settings section allows the user to enter important testing and purging parameters. 
 

 
For tests with expected WVTR value over 10 g/m2/day “Extended WVTR Range” check box (see 
above) should be checked or a mask should be used (refer to section 15.0 “Technical 
Specification”). In this case “Flow-S” will be controlled at 10 cc/min, “Flow-T” at 50 cc/min and 
“Flow-B” read out usually will be 50 cc/min.  
 
For tests below 10 g/m2/day “Extended WVTR Range” check box should NOT be checked and “Flow-
S” will be controlled at 10 cc/min and “Flow-T” at 10 cc/min. 
 
 
If the TIMED TEST box is checked, then the user must enter the TEST DURATION time in minutes 
desired. After this time expires, the test will be stopped (see picture above on the right.) 
If the AUTO STOP box is checked, then the test will be stopped if the change in WVTR of both cells 

is less than that indicated in Stop Band (%) over either 24 hours or specific number of cycles 
(samples) entered by user, not less than 3. The default value of the Stop Band is 1% or 0.01g/m2*day 
(whichever is higher.)  
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If neither the TIMED TEST nor the AUTO STOP boxes are checked, then the test will continue to run 
until the user ends it by clicking STOP. The STOP button replaces the START button once the test is 
started. 

 
 
The SAMPLING RATE is set in minutes.  This determines the data collection rate as displayed on the 
TEST page graph.  A sampling rate of 15 minutes means every 15 minutes the system will record the 
WVTR value and then switch to the next cell.  
 

 
To run the test with a different RH level enter target RH value in “RH Target” box. The system will 
automatically control desired RH levels. 

 
  

For 100% RH test gas, ensure the 100% RH Test Gas box is checked (see above.) Refer to section 
7.2 (Testing with 100% RH, wet sponge in top halves of test cells.) 
 
The following parameters also need to be entered before starting a test: 
 

 
 

Thickness is the thickness of the sample in µm and needs to be entered before test is started. 
 
Type of sample tested – film, package, masked film, contact lenses. 
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In the Purge section, there are two parameters to enter.  BYPASS TIME sets the time duration to 
bypass the moisture sensor (30 minutes in the figure below) while the remainder of the system is purged 
with nitrogen.  A BYPASS TIME of 15 minutes is acceptable when measuring low barrier films (WVTR 
values greater than 10 g/m2*day.)  When measuring high barrier films (WVTR values less than 1 
g/m2*day set the BYPASS TIME to at least 60 minutes.   
For package test or when instrument was exposed to high moisture levels Hi Flow Purge can be used. 
When Hi Flo Purge box is checked, during the first 10 minutes of Bypass Time all flows will be set to 
70 cc/min instead of 10 cc/min. Corresponding flow readings will show some numbers over 30 cc/min 
because those flows are over the flow meter’s measurement range of 30 cc/min. 
 

 
After Bypass Time expires (30 minutes shown in figure above) the nitrogen flow goes through the 
moisture sensor and the sensor begins measuring a purging N2 value.  The boxes in the Data area 
(see figure below) indicate the current measured values.  The test will not begin until the purging WVTR 
value is less than the PURGE LEVEL entered (10 in the figure above.)  
 

 
The PURGE LEVEL is entered by the user, the default level is 10.  This value is acceptable when 
testing low barrier films (WVTR values greater than 10 g/m2*day.)  For high barrier films (WVTR values 
less than 1 g/m2*day) set the PURGE LEVEL to 1. 
In our example the system must have a WVTR value less than 10 before the test will begin.  

 
There is a need to adjust for small changes in Baseline when testing high barriers.  
 
Re-Zeroing is recommended when testing a high barrier material, typically when WVTR of the sample 
is expected to be less than 1 g/m2*day.  A new baseline will be established with each re-zero, thus 
leading to a more accurate result.  
 
In the Re-Zeroing section, the user can change the number inside the top box that represents how 
many cycles should run before the next Re-Zeroing will initiate. For example, if 2 is entered, the system 
will switch to Re-Zeroing after 2 test data points have been recorded in each chamber. Second box 
allows user to choose time re-zeroing should run. 
 

 

https://www.industrialphysics.com/PI


  
M7101 Operations Manual 0501-0002/1.08 

 

www.industrialphysics.com/PI  Page 25 
 

 
During test, when Re-Zeroing is activated and purge is completed, the system will start the Re-Zero 
process. When a new “Base Line” level is established, tests will run for number of cycles specified for 
Re-Zeroing and Re-Zeroing will start again. The new Re-Zero data will be displayed in the data 
window during test (see picture below). 
 

 
Conditioning will occur every “n” cycles set in the Test SET-UP & PURGE conditioning window. 
Conditioning does not change any test or validation settings, it dries the sensor to prevent saturation 
which will shorten the life of the sensor’s coating. The conditioning event is not stored in the Test log 
file. 
For expected WVTR values higher than 8 g/m2/day, change the Conditioning from 0 to at least 2 cycles. 
This will prevent the sensor from over saturating.  
Increasing the number in the Conditioning window from 0 means that during conditioning (which is a 
30 minute period) the sensor is connected to dry nitrogen feed through a purge line. The Test 
chambers are still under test conditions, which means wet flow on top and dry flow on bottom, go to 
an exhaust. 
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The user can save the current settings of the test for future tests or to recall a saved setup file (see 
below.) 

 
Click Save Settings and the following window will pop up (see next page.)  

 
Enter setup name and click Save.  The Setup Files directory is created when the software was started 
the first time. The extension of the setup file is “.set”.  
To retrieve a saved setup file, click Load Settings (see previous page) and select the required Setup 
file from the list (see below.) All saved test parameters will be loaded. 
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Once all the test settings have been completed, click on START to begin testing (see below.) 
 

 
After clicking Start the next window will be brought up to save test data: 
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Enter file name for test data file and click Save. Program now will bring up a confirmation window: 
 

 
Click Yes to start test. 
By checking the Save CSV files box prior to starting the test, an additional data file, easily exported to 
Excel, will also be saved (see section 10.2 for more info.)  
 

 
 

6.2 Profile Testing setup 
 
Model 7101 allows the user to run an automatic sequence of profile tests. The user can enter up to 
10 tests with different conditions to be run in one sequence. The Model 7101 will automatically run all 
tests in sequence without further user input.  
 
To start a Profile Test all parameters for each test need to be entered as usual and then added to 
Profile Manager. After clicking Add current settings, a prompt will appear to enter the current setup 
name: 
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Click OK to add to Profile Manager list: 
 

 
Up to 15 test setups can be added to the list: 
 

 
Any item can be removed from the list by double clicking on it. 
Lines can also be rearranged in sequence by simply dragging it to the desired location. 
 
Note:  
 
When creating a profile testing list, ensure tests will be in a sequence that will not create 
condensation environments. For example, a test at 25C and 50% RH right after a test at 40C 
and 90% RH creates the possibility of condensation and could interrupt the test. 
 
After the Profile test sequence is created it can be saved for future use. Click Save File in the Profile 
Manager section and the following window will appear (see next page): 
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Saved Profile sequences can be recalled by clicking Load File in the Profile Manager section and 
choosing the desired file: 
 

 
To begin a Profile Test, click Use Profile checkbox then click Start.  
 

 
If any line other than first is highlighted in the Profile List, a warning message will appear: 
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By clicking Continue the test will start from the highlighted line and progress down of the list. If the 
appropriate line is not highlighted, click Abort, highlight the correct line and press Start again.  
A window will appear, prompting for a test data file name for saving the test results: 
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7.0 FILM PREPARATION AND TESTING 
 
NOTE: Make sure to use samples from the same type of the film in both test cells. Samples with 
different expected WVTR values cannot be tested simultaneously on the same module.  
 
Maximum recommended thickness of test samples to ensure optimum performance is 2mm and the 
maximum recommended thickness differential between samples in cell A and cell B is 0.8mm. Please 
note the above are only guidelines and can vary depending on the nature and type of samples being 
tested. Users should therefore determine suitability of their materials before commencing the tests. 
 
Before starting a test, a film sample must be placed in the test cell.  Each unit has two cells, cell A is 
on the left and the cell B is on the right.   
 
Install the film sample as follows: 
 
First, unscrew the chamber clamps on both sides of the top chamber and slide it all the way back to 
expose testing cells. 
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Next, clean any residual sealant from the test cells bottom half before adding a thin layer of sealant to 
the rim. 
Use the Test Sample Template to cut the film sample. Leave “tabs” on the diagonal so that sample 
handling is easier.  The sample film is required to be at least 10 cm in diameter.   
It is important to select the best possible area of sample material that is free of creases, dents or any 
surface contamination otherwise the WVTR measurement can be affected. 
Place the film on the cutting pad included with the instrument.  Hold the Test Sample Template on top 
of the film and use a sharp utility knife to cut around the perimeter. 
 
 

 
 
Take great care when handling the prepared sample as damage or contamination will affect the 
results.  

 
 
Carefully place the film on the test cell bottom.  Smooth the edges of the film with your finger to 

https://www.industrialphysics.com/PI


  
M7101 Operations Manual 0501-0002/1.08 

 

www.industrialphysics.com/PI  Page 34 
 

remove any air pockets. Do not grease the top of the sample or the O-ring seal. Take care not to 
touch the surface of the sample as this can affect the test results. 
 

 
Finally, pull the top cover to the front and tighten both chamber clamps to seal the films in the test 
cells. Turn each clamp clockwise until it starts to tighten and then alternate tightening between the left 
and right clamps to obtain an equal hand tight pressure on both sides. To set the clamping force 
consistently, a torque wrench may be inserted into the top of each clamp screw to tighten to 2Nm. 
 

 
Things to be aware of when preparing samples: 

• Check the sample film is not damaged, creased or scratched.  

• Only apply grease carefully around the edges, do not get grease on the center of film 

• Only apply marking ink on the lip of film not in the center. 
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If the size of the film is smaller than the test cell opening, a mask must be used. 
See the following section.  
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7.1 Mask Preparation and Use: 
 
When using a mask in one cell, it is imperative to use a mask in the other cell as well. If only one 
sample is to be tested, then place the mask with aluminium foil in second test cell. 
 
Each mask set has two metal plates, a larger one and a smaller one, and six screws. The smaller plate 
has a soft gasket seal. 
 

 
 
Apply grease to the larger metal plate around the center hole. 
 
Place the film on top of the larger metal plate as illustrated in the picture below. 
A sample size of 3.2 x 3.2cm is recommended. Leave tabs protruding from sample edge to assist 
handling on the diagonals. 
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Place the soft gasket and smaller metal plate on top of the film, aligning the screw holes with those 
on the larger plate. 

 

    
 

Fasten the six screws (tighten diagonally) to assemble the two plates and clamp the film in place. 
Some wrinkling of the sample is likely and will not affect the measurement. 
 

 
The mask assembly, with the screws on the top, can be fitted as a film in the test cell. Remember to 
grease the sealing rim of the test cell first. 
In Test Settings check Mask and enter the area of your masked sample in [cm2]: 
 

 
Enter 5 as the value when using the Systech Illinois provided standard MASK plates. 
 
Now you are ready to proceed with the usual test routine.  
 
NOTE: The smaller the mask size the less representative the sample is of a complete test material. Do 
not use mask for high barriers with expected WVTR of 0.02 g/m2*day or less. LDL of analyzer is 
proportionally higher to mask size. LDL (mask) = LDL*(50/A). Where A is a mask size in cm2. 
When using mask for test re-zeroing also need to be used with higher expected WVTR compare to 
normal test. With mask size of 5 cm2 re-zeroing need to be used for samples with expected WVTR of 
0.1 g/m2*day or less. 
Usually using mask for WVTR measurement required for low barriers. 
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7.2 Testing with 100% RH - wet sponge in test gas halves of 
test cells: 

 
 
If a test gas atmosphere of close to 100% relative humidity is required, then a sponge can be inserted 
in test cell tops. 
The sponges should always be used as a pair – one in each test cell. 
 

 
The above image shows the sponge top assembly complete with fitted sponges and spare sponges. 
The image below shows a dismantled sponge top cell, ready for sponge replacement or cleaning.  
 

 
 

If tests are to be carried out at humidity levels lower than 100% the sponge must be carefully 
removed. 
 
Using the supplied syringe or a suitable water dispenser apply sufficient HPLC quality water to wet 
the sponge completely. Turn the sponge top over and check that no drops of water fall from the 
sponge. 
If water falls from the sponge, then it will adversely affect the test. Press gently on the sponge to 
remove excess water. 
 
Fit the sponge top on the analyzer and start the test as normal. 
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After test is completed check the moisture in the sponge and add more HPLC water if needed. 
 

7.3 Starting a Test 
 
Click on START in the TEST SETTINGS area of the Test window. 
 

 
A window will appear asking to save test data file: 
 

 
Enter file name and click Save.  
 
If Save CSV file check box was checked a new window will appear asking to save CSV file. A CSV 
(comma separated values) file allows additional information to be saved during test and can imported 
into Excel. For more detailed information see Ch.10.2 CSV files. 
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Enter file name and click Save. A confirmation window will appear: 
 
 

 
Click Yes to confirm Start Test. 
 

 
 

After starting a test, the PURGE area (shown above) will indicate the status of the bypass and purge 
routines.  The green FLUSHING SYSTEM bar indicates the percentage of bypass completed. This 
stage flushes both cells to remove residual moisture trapped in the cells when the test sample was 
fitted. 
 
Upon completion of the bypass, the box next to Purging System will change to blue.  This indicates the 
System being purged with nitrogen and the WVTR value is being measured.  The DATA area displays 
the current WVTR value: 
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Once this value is less than the user entered PURGE LEVEL, the box turns green. The test will 
automatically begin. 
 
Moisture will now flow to the top halve of the test cells and nitrogen will flow to the bottom halves.  The 
screen will change to the TEST window as shown on the next page. 

 
 
 

 
The screen will alternate between cells A and B showing the active (connected to sensor) cell. 
Clicking on Cell A / Cell B in the top right corner of the form will bring “idling” (not connected to sensor) 
cell to see its data and graph. 
If a WET test has been selected through the SETUP and PURGE window, then the current RH value 
is displayed as a percentage (see below.) 
 

 
 

An example data graph is shown below. A data point is plotted according to the user entered Sampling 
Rate. The units of measurement, either g/m2*day or g/100in2*day, are displayed on the Y-axis of the 
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graph.  Right clicking on graph and checking “enable dots” will show actual data points on the graph 
as shown below. 
 

 
 
 

7.4 Ending a Test 
 
If TIMED TEST or AUTO STOP is selected, the test will end automatically. 
 
Otherwise the user must determine when to stop the test, typically after the WVTR value has stabilized 
for some time.  A typical graph is shown below. 
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At the start of the test, 90% RH nitrogen is flowing to the top halves of the test cells.  As the water vapor 
diffuses through the film and is carried by the nitrogen to the moisture sensor, the measured WVTR 
value increases until equilibrium is reached.  At this point the user should stop the test by clicking Home 
located in the right top corner of the test form. It will bring up the Test Setup page. Click Stop located 
in the left bottom corner of the form. Confirm by clicking Yes.  
 

 
Test results are saved in a text file (.txt) located in the directory specified by the user when entering the 
“SAVE TO:” file name (the default directory is C:\Systech Illinois\7101\Data Files.)  
 
To exit the TESTS window, click on the “X” in the upper right corner.  
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8.0 PACKAGE TESTING 
 
The Model 7101 can be used to test packages, where results are displayed in cc/pack*day. Packages 
including bottles, containers and pouches can be tested in an environmental chamber or in ambient 
air. If tested in the open environment, the test conditions of the ambient air will prevail in terms of 
relative humidity and temperature. Utilising an environmental chamber will control both the RH and 
temperature. 
 
Environmental chambers are available for purchase from Systech Illinois. 
 
 

 

 

 

8.1 Package test adapters   
 
Adapters can be provided as an option to test packages. Various package configurations can be tested 
including trays of any size, bottles and complete packages including the closure.  
 

Each adaptor is connected to the Model 7101 using VCR® connections. These 
involve the use of small silver plated aluminium washers. As they are tightened, 
they distort to provide an air tight seal. Over-tightening can introduce leaks into 
the system and invalidate the test or even cause the test to abort prematurely. 
The rule for tightening them is finger tight, then using a 7/16 spanner tighten the 
VCR® connector a further 45 - 90 degrees. 

 
DO NOT reuse the washers.  
 
A brief description of these adaptors follows. 
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Please note the Film test adapter is not an option on the 7101. 
 
To use package test adapters first remove the top cover from the 7101. 

           
 
           
 
Install Adapter plate in place of top cover: 
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Lock the adapter plate in place with provided latching pins. 
 
Use part number 101 775, 1/8” NPT to 1/8” VCR® fitting and screw tight into the female NPT ports in 
the bottom of test cells. Be absolutely careful not to ‘cross thread’ the fittings. Failure to locate and 
tighten correctly will negate the use of any adapter or to perform a test. 
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8.2 Glue seal adapter 
 
The Glue Seal Adapter should be used to test any tray or bottle with a surface area less than the area 
of the surface of the adapter. Special adapters can be made to suit larger surface areas. 
 
 
1 

 
Locate the glue seal adapter on the bottom of 
test cell. The gas inlet and outlet studs are in 
the base of the adapter. 
The star knob supplied should be used to hold 
the adapter in place on the adapter plate. 

 
 
 

 
2 
 
 

 
Next fit a VCR® washer onto one of the VCR® 
adaptors on the plate. Put the relevant color-
coded test tube fitting over the washer taking 
care not to displace the washer - blue to the 
left and red to the right on cell A, red to the left 
and blue to the right on cell B. Tighten finger-
tight. Using a 7/16 spanner, tighten the VCR® 
connector a further 45 - 90 degrees.  
 
Repeat for the other tube  
 

 
 
If the VCR® connections are over-tightened, 
the soft washer can flatten and distort 
possibly allowing leaks. It will also make it 
difficult to remove. 
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3 

 
Prepare the purge pipe. A purge pipe consists 
of three parts:  

A. The tube  
B. The screw nut  
C. The olive. 

The tube should be a length such that it 
allows the N2 gas to exit in the top 10% of 
the bottle under test. Cut it to suit being 
careful not to crush the tubing.  

 
 

 
4 

 
Fit the purge pipe into the top of the bottle 
adaptor, as shown. 

       

      
 

 
5 

 
Mix up some two-part epoxy resin glue (part 
number 101 648, box of 50,) following the 
manufacturer’s instructions. 

 
 

 
6 

 
Scoop enough mixed epoxy to run a 2mm 
thick ring around half the neck of the bottle; 
repeat for the other half of the neck of the 
bottle. It is not necessary to apply excess 
epoxy. Place the bottle over the purge tubes 
of the station and on to the plate, where the 
bottle should be turned approximately 30 
degrees backward and forward to ‘bed in’. 
Leave the bottles for at least 45 minutes to dry 
the epoxy.  

 
 

 
The test for WVTR may now be started 
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8.3 Complete Package Adapter 
 
Complete packages are defined as packages that require testing with their seals or closures intact. 
This also includes anything that will not readily fit onto a bottle adaptor; however, this configuration can 
be used for testing bottles, especially where the “seal” of the bottle top needs to be tested. Package 
examples are shown below. 
 

 

 
 
 
 
 
 

 
1 

 
Locate the Complete Package Adapter on the 
bottom of test cell. The gas inlet and outlet studs 
are located in the base of the adapter. 
The Star knob supplied should be used to hold 
the adapter in place on the adapter plate. 

 
 
 

 
2 
 
 

 
Next fit a VCR® washer onto one of the VCR® 
adaptors on the plate. Put the relevant color-
coded test tube fitting over the washer taking 
care not to displace the washer - blue to the left 
and red to the right on cell A, red to the left and 
blue to the right on cell B. Tighten finger-tight. 
Using a 7/16 spanner, tighten the VCR® 
connector a further 45 - 90 degrees.  
 
 
Repeat for the other tube  
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If the VCR® connections are over-tightened, the 
soft washer can flatten and distort possibly 
allowing leaks. It will also make it difficult to 
remove. 

 
 
   

 
3 Prepare the purge pipe. A purge pipe consists 

of three parts:  
A. The tube 
B. The screw nut 
C. The olive 

The tube should be a length such that it allows 
the N2 gas to exit in the top 10% of the bottle 
under test. Cut it to suit being careful not to 
crush the tubing. 

 
 
 

 
4 

 
Remove the blanking plug and washer from 
the top of the adaptor. 
 
 
 
 
 
 
 
 
 

 
 
5 

 
Fit the purge pipe into the top of the adaptor. 
Reference section 6.1 for details of purge pipe 
preparation. Place a new washer over the 
purge pipe and down onto the adaptor (as 
shown.) 
NOTE: Always replace the washer after each 
test.  
 

DO NOT RE-USE 
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6 

 
Prepare the package (in this case a bottle and 
top.) The test adaptor tube is fixed into the 
side of the package (bottle) by drilling a 5mm 
diameter hole in the side and securing it with 
two-part epoxy. Allow the epoxy to harden 
before progressing to the next step. 

 
 

 
7 

 
Fit the prepared package (bottle) onto the test 
adaptor base as shown. Tighten the securing 
nut with a spanner of the correct size. 

 
 
 
The test for WVTR may now be started.  
 

8.4 1/8” NPTF Package Adapter 
 
 
1 

 
Locate the adapter on the bottom of test cell. 
The gas inlet and outlet studs are located in 
the base of the adapter. 
The star knob supplied should be used to hold 
the adapter in place on the adapter plate. 
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2 
 
 

 
Next fit a VCR® washer onto one of the VCR® 
adaptors on the plate. Put the relevant color-
coded test tube fitting over the washer taking 
care not to displace the washer - blue to the 
left and red to the right on cell A, red to the left 
and blue to the right on cell B. Tighten finger-
tight. Using a 7/16 spanner, tighten the VCR® 
connector a further 45 - 90 degrees.  
 
 
Repeat for the other tube  
 

 
 
If the VCR® connections are over-tightened, 
the soft washer can flatten and distort 
possibly allowing leaks. It will also make it 
difficult to remove. 

 
 
 

 
 
 
A flat plate of a suitable size for the package to be tested can now be made with appropriate fittings 
to interface to the two 1/8” OD fittings on the adapter. The test can be started in the normal manner. 
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8.5 Preparing the instrument for testing packages without 
adapters 

 
Opening the test cells will reveal the gas sample/test ports. They are tapped 1/8” NPT. Suitable fittings 
may be purchased or obtained from Systech Illinois. These fittings will serve to connect these ports to 
a package to provide an inlet and outlet from the package. 
 

 
 

 
GREAT CARE SHOULD BE TAKEN TO VERIFY THAT THE FITTINGS ARE THE CORRECT 
SPECIFICATION AND FITTED TO THE CELL SUCH THAT THEY FIT WITH NO LEAKAGE AND 
THEY DO NOT IMPAIR THE TAPPED THREAD FORM IN THE CELL. 
 
Various methods can be used to ‘connect’ the package to the instrument, but they all will require the 
same attention to leak integrity. 
Tubing, normally 1/8” copper, will connect from the fittings in the cells directly to the package, 
attached to the package by glue.  

 
This is adequate when the package is small or flexible.  
However, for something like a tray it is best to glue the tray to an aluminium plate and to have interval 
fittings in the aluminium. 
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Note that the tray is glued to a rigid and flat aluminium plate. 
 
Regardless of how the package is connected to the cells, it MUST BE LEAK TIGHT. Any leaks will 
return a faulty test and could render the instrument out of action for several days due to high ingress 
of moisture. 
The picture above shows Swagelok® two-ferrule design fittings which can be obtained from Systech 
Illinois – part number PFT-108271. Bulkhead fittings, intermediate fittings used to pass through an 
aluminium plate, are part number PFT-107771. It should be noted that frequent disassembly and 
assembly of the fittings can cause leaks if due attention is not given to their installation. 
For higher throughput of package testing it is strongly recommended to make use of VCR® metal 
gasket face seal fittings for the repeated connections to the test cells. The bulkhead connections to 
the aluminium tray which are not changed frequently can remain as the two-ferrule type. 
A kit of parts can be provided by Systech Illinois, comprising of all parts to make up one package test 
station and replacement VCR® gaskets – part number 870 090. The metal gasket must be changed 
for each new test. 
 
The next picture shows a plate made up for testing the particular tray shown. Note that different trays 
and bottles will need their own special plate. Make the inlet and outlet connections as far away from 
each other as possible whilst allowing the tray or bottle to be glued in to the tray. 
 

 
 

Twin pack epoxy is suitable to glue the tray to the plate, the next picture shows the method. 
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After spreading the twin pack epoxy evenly over the contact area of the tray, carefully position the 
tray over the previously cleaned aluminium flat plat and position with suitable weight so the glue may 
harden using the time specifications of the epoxy manufacturers. 
 

 
The image above shows a second package under the testing plate. This is just for support while the 
epoxy is setting on the top package.  
 
The plate in the distance is not supported and shows that it would not allow the package to remain 
flat during the epoxy curing process. Notice the bent pipe that would be inside the package – this is to 
create some turbulence to assist in the removal of air from within the package under test.  
 
After the epoxy has formed a leak tight seal between the package and the plate, the fittings can be 
connected to the cell.  
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If only one package is being tested then the other test cell should be connected as a closed loop. 
 

 
 

When testing two samples it is recommended that both sets of sample tubing, from the analyzer to 
the sample, are made of equal length to ensure a balance of flows between test cells. 
 
In tests where the temperature and humidity are different from ambient conditions it is necessary to 
insulate the sample tubing between the environmental cabinet and the analyzer. This ensures the 
permeated humidity does not condense on its way to the analyzer. It may be necessary to create 
holes in the supplied chamber insulator and pass the sample tubing through it.   
The test cell temperature target should be set to the same as the environmental chamber for the 
same reasons. 
 
Remember that when two samples are being tested that they should be identical – same material – 
same volume. 
It is recommended that the samples are flushed with dry nitrogen just before final connection to the 
sample tubing so that the air and moisture is flushed from the package. 
 

 
Refer to the above image and remember to select PACKAGE instead of FILM. 
 
It will be necessary to set the bypass time to a longer time than for film testing because of the 
increased volume, typically 120 minutes or longer. 
The Purge Level should be set to 2 or less WVTR (cc/pack*day) to ensure adequate flushing of the 
package. 
 
FLO-T is shut OFF during Package testing. 
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9.0 FLOW AND PRECISE RH CONTROL 

9.1 Flow  
 
The Model 7101 controls all flows automatically. Flow of test gas referred in software as “Flow-T” is set 
to 10 cc/min (+/- 1.0 cc/min.) Flow of the carrier gas referred in software as “Flow-C” is set to 10 cc/min 
(+/- 0.2 cc/min.) When Test, Validation or Base Line is started or test is switching between cells A and 
B, flow of both gases can fluctuate for up to 1 min before stabilizing. 
 

9.2 Filling the water tanks and purging wet lines 
 
. 

The location of the water reservoir is shown in the figure above, with the open front door of the Model 
7101.  
 
Using a 3/16” hexagon key loosen and remove water fill plugs as shown below. 
 

 
 
Using the supplied syringe or water bottle fill the tank with Ultra HPLC water – NOT tap water!  
 
Initially fill approximately 100ml of water in the water tank.  
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The pump in the humidifier system of the Model 7101 need to be “primed” with water when filling tank 
for the first time. After filling the tank to 1/2 of the level use the supplied syringe with pipe attachment 
to “prime” pumps.  
 
Put the pipe through top opening into the water and fill syringe with water. Insert pipe attached to 
syringe into the hole directly under tank opening on tank bottom and push to seal. Push syringe plunger 
to push water through the system and remove pipe from bottom hole. Repeat it 10-15 times. 
 

 
Open Model 7101 software and click Set Up. On the left bottom of the form you will see radio buttons 
for adding water. Click ON . Pumps will start and water will begin “fountaining” from the bottom hole in 
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water tank.  Add water in tank up to water level mark. Let pump run for 120 minutes. Set radio button 
to Cycle. 
 

 
 

During operation, when the water decreases below the minimum level, a warning message will appear 
and an LED on top of the instrument will illuminate: 
 

       
 

Open corresponding water tank and simply add water up to water level mark. No need to turn pumps 
ON or halt the test.   
 

9.2.1 Emptying water tanks. 
 
If the Model 7101 needs to be moved to different location (ground or air transportation) the water tanks 
need to be drained.  
Drain valve is located on right bottom of the instrument behind the front door. Remove water spigot by 
turning it counterclockwise and drain the water tank. Replace water spigot. 
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9.3 Precise Relative Humidity (RH) Control 
 
The RH in the sample testing cells may be precisely controlled between 10% and 90%.  
The Model 7101 generates the proper RH level by automatically controlling dry and wet gas flows as 
well as saturator temperatures.  
 
Enter desired RH value (90% in the example below): 
 

 
 
If test will be run with a wet sponge in the top cells (assumed 100% RH, not controlled) check 100%RH 
Top Chamber to have that noted on the reports. Set RH target for Rh generator to 10%: 
 

 
 
Once the testing process has begun, the RH level will be automatically controlled by the system (not if 
wet sponge used).  
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10.0 REPORT GENERATION 

10.1 Viewing and printing reports 
 
To display and print test results click on REPORTS in the Main Menu to bring up the page shown below. 
 

 
 

Click on Open Test File and the following appears (see the next page): 
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A list of saved test files is shown.  Double click on the file to OPEN it.  Otherwise, click once to select 
the file and then click OPEN. 
 
Change the file type to *.enc to view encrypted files. These files are saved when tests are performed 
using an instrument with the 21 CRF Part 11 option enabled. They are encrypted files to prevent 
unauthorized modification. 
 
 

 
 

Click on desired units of measurement and the corresponding report will be generated as shown on 
the next page. 
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Four options to print the generated report will be presented: Create PDF, Print short report, Print 
complete report and CSV Files. Also two radiobuttons allow to switch between cells A and B reports 
 

 

https://www.industrialphysics.com/PI


  
M7101 Operations Manual 0501-0002/1.08 

 

www.industrialphysics.com/PI  Page 64 
 

Print short report sends a one-page report to the printer. The printed report will include test setups, 
final result and graph as shown below: 
 

 

 
 
 

 
 

Print complete report includes a short report as well as a second page with all data points (see next 
page). 
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Create PDF opens a new window as shown below: 
 

 
Change default name (consists of date and time) to desired report name and click Save. The PDF file 
will be saved in report PDF files folder created when the Model 7101 program was installed. It is 
located in C:\Systech Illinois\7101\Report PDF files. The PDF file could later be printed or attached to 
an email. 
 
The graph part of the report window has an additional feature. 
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If greater resolution is required on a section of the graph, then move the mouse cursor to the area of 
interest and left click and drag a red box to include the desired area. 
Release the mouse and the area is shown with a rescaled vertical and horizontal scale as shown 
below:     
 

 
 

Right click in the graph area to return to the normal scale. 

10.2 CSV files  
 
An additional feature of the software supplied with the Model 7101 allows the user to record the date 
and time, WVTR value in g/m2 *day, flow-T, flow-C, cell temperature and RH value with each data point 
saved when the instrument switches between cells. This extra data is saved in Excel CSV format. This 
data can easily be incorporated into a spreadsheet for analysis but is not required for the operation of 
the Model 7101 or the Reports section of the software. 
To save data in CSV file, check the box in test setup as shown below. 
 

 
The CSV files are stored in a folder: C:\Systech Illinois\7101\CSV files. These files should not be 
accessed for a test currently running. The CSV text files can be opened using Reports or Excel. It can 
also be opened as text file. 
 

 

 
CSV files can be opened in Excel using Reports. Excel should be installed on the unit PC. 
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Click on CSV files and the following window will appear: 
 

 
 

Click on the desired file.  It will open in Excel as shown below. 
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11.0 SYSTEM VALIDATION 
 
The Model 7101 is validated at the factory prior to delivery.  Additional validation is recommended every 
2 to 3 months using one of two methods.  Section 11.1 explains how to validate the Model 7101 using 
a film with known WVTR while section 11.2 explains the use of certified gas. Both methods use cell A 
only.   
 
All expansion models should be validated as well. All modules may be validated at the same time or 
separately.  
 

11.1 Film Validation. Normal range. 
 
To validate the instrument using the film method, a film of known WVTR value must be placed in cell 
A. First, lift the handle on the top cover and slide it all way back to expose the testing cells. 
Next, clean any residual sealant from the cell’s bottom half before adding a thin layer of sealant to the 
rim.  Use the test sample template to cut the validation film or use the validation film from Systech 
Illinois in an aluminum foil holder. 
Carefully place the film on the test cell A (one on the left side.)  Smooth the edges of the film to remove 
any air pockets. Repeat the process on cell B with a film or foil of the same thickness.  
Finally, pull the top cover to the front in place above the test cells and push the handle down to seal 
films in the test cells.  
 
NOTE: Cell B is NOT accessed during a validation cycle. A film or foil of the same thickness 
MUST be placed in cell B.  The WVTR value of the film in cell B is not important. However, the 
foil or film in cell B should also be sealed with sealant.  
 
If using Validation film with WVTR value over 10 g/m2*day, Validation need to be done using 
Extended range (see section 11.2).    
 
Double click the 7101 program icon to start the software.   
 

  
 

At the main window choose the unit you need to validate and click on the Validate. 
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The Validation screen will appear as shown below: 

 

 
The top half of the validation window consists of setup parameters and status indicators. The bottom 
half displays the real time graph during the validation process. 
 
Click FILM in the Validation Target area, as shown below.  Enter the WVTR value of the film being 
used for validation in the WVTR box. Click on the button indicating the units of measure for the 
WVTR, either g/m2 *day or g/100in2 *day.  
 

.   
Enter the desired cell temperature in the Target temperature box.  Click on the C or F to indicate Celsius 
or Fahrenheit.  The status bar below the Actual and Target temperatures will be red when the actual 

temperature is more than 1 degree from the target temperature.  Otherwise, a green status bar means 
the temperature is within 1 degree of the target, as shown below: 
 

  
Click Start to begin a validation cycle which will trigger a series of software and hardware routines.  
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If a validation is started before the Actual temperature of the sample cell is within 1C from the target, 
the following message will appear. 
 

  
Click on Yes to continue the validation or No if you wish to wait for the temperature of the sample cell 
to reach the target temperature entered. It is recommended to wait if actual temperature is more than 
2ºC off the target. 
 
The left middle area of the validation window is shown below. 
 

  
Once the validation has started, nitrogen flows through the top and bottom of cell A to evacuate any 
moisture.  The nitrogen bypasses the sensor for a time equal to the Bypass Time parameter set by 
the user (30 min in the figure above).  A default of 10 minutes Bypass Time is acceptable when 
measuring low barrier films (WVTR values greater than 10 g/m2*day.)  When measuring high barrier 
films (WVTR values less than 1 g/m2*day) set the Bypass Time to at least 60 minutes. 
 

  
 

The bar located beneath BYPASS PROGRESS indicates the status in percentage of bypass completed 
(see above.) After the bypass time expires, the nitrogen is allowed to flow through the sensor.  A flow 
rate of 10 cc/min for “Flow-C” and 10 cc/min for “Flow-T” is automatically controlled by the system.   
 
The WVTR value will decrease as the nitrogen displaces any moisture still in the system.  The box next 
to Purging System will turn blue while the system is being purged.   
 
The “Purge Level (WVTR)” is entered by the user, the default level is 10.  This value is fine when 
validating with low barrier films (WVTR values greater than 10 g/m2*day.)  For high barrier films (WVTR 
values less than 10 g/m2*day) set the “Purge Level (WVTR)” to 2. 
 
Once the measured WVTR value is less than the Purge Level, the box next to Purging System will 
turn green and the validation process begins.  Now, moisture flows through the top portion of the test 
cell while nitrogen flows through the bottom.  The WVTR will be plotted in 1-minute intervals on the 
graph.  The WVTR value will change on the graph and, after time, will become stabilized (see next 
page.)  
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At this time, click VAL NOW to validate the instrument.  
A window will appear asking the user to confirm the validation.  Click Yes and the instrument is now 
validated.  

 
 

At this point the user may either click STOP or allow the validation to continue in order to verify the 
result has stabilized.  Clicking VAL AGAIN will do a second validation.   
Clicking STOP ends the validation routine. 

 
Click Yes to confirm the stop of validation. 
To exit the Validation window, click on the “X” in the upper right corner. 
Validation results are saved in the maintenance files folder (see section 5.3.) 
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11.2 Film Validation. Extended range 
 
NOTE: If using Validation film with WVTR value over 10 g/m2*day, Validation need to be done using 
Extended range. “Extended WVTR Range” checkbox need to be checked as in picture below: 
 
 

 
 

The top half of the validation window consists of setup parameters and status indicators. The bottom 
half displays the real time graph during the validation process. 
 
Click FILM in the Validation Target area, as shown below.  Enter the WVTR value of the film being 
used for validation in the WVTR box. Click on the button indicating the units of measure for the 
WVTR, either g/m2 *day or g/100in2 *day.  
 

 
Enter the desired cell temperature in the Target temperature box.  Click on the C or F to indicate Celsius 
or Fahrenheit.  The status bar below the Actual and Target temperatures will be red when the actual 
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temperature is more than 1 degree from the target temperature.  Otherwise, a green status bar means 
the temperature is within 1 degree of the target, as shown below: 
 

  
Click Start to begin a validation cycle which will trigger a series of software and hardware routines.  
 

If a validation is started before the Actual temperature of the sample cell is within 1C from the target, 
the following message will appear. 
 

  
Click on Yes to continue the validation or No if you wish to wait for the temperature of the sample cell 
to reach the target temperature entered. It is recommended to wait if actual temperature is more than 
2ºC off the target. 
 
The left middle area of the validation window is shown below. 
 

  
Once the validation has started, nitrogen flows through the top and bottom of cell A to evacuate any 
moisture.  The nitrogen bypasses the sensor for a time equal to the Bypass Time parameter set by 
the user (30 min in the figure above).  A default of 10 minutes Bypass Time is acceptable when 
measuring low barrier films (WVTR values greater than 10 g/m2*day.)   
 

  
 

The bar located beneath BYPASS PROGRESS indicates the status in percentage of bypass completed 
(see above.) After the bypass time expires, the nitrogen is allowed to flow through the sensor.  A flow 
rate of 10 cc/min for “Flow-C” and 10 cc/min for “Flow-T” is automatically controlled by the system.   
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The WVTR value will decrease as the nitrogen displaces any moisture still in the system.  The box next 
to Purging System will turn blue while the system is being purged.   
 
The “Purge Level (WVTR)” is entered by the user, the default level is 10.  This value is fine when 
validating with low barrier films (WVTR values greater than 10 g/m2*day.)  For high barrier films (WVTR 
values less than 10 g/m2*day) set the “Purge Level (WVTR)” to 2. 
 
Once the measured WVTR value is less than the Purge Level, the box next to Purging System will 
turn green and the validation process begins.  Now, moisture flows through the top portion of the test 
cell while nitrogen flows through the bottom.  The WVTR will be plotted in 1-minute intervals on the 
graph.  The WVTR value will change on the graph and, after time, will become stabilized (see below): 
 

 
 

At this time, click VAL NOW to validate the instrument.  
A window will appear asking the user to confirm the validation.  Click Yes and the instrument is now 
validated.  

 
 

At this point the user may either click STOP or allow the validation to continue in order to verify the 
result has stabilized.  Clicking VAL AGAIN will do a second validation.   
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Clicking STOP ends the validation routine. 

 
Click Yes to confirm the stop of validation. 
To exit the Validation window, click on the “X” in the upper right corner. 
Validation results are saved in the maintenance files folder (see section 5.3.) 
 
 

https://www.industrialphysics.com/PI


  
M7101 Operations Manual 0501-0002/1.08 

 

www.industrialphysics.com/PI  Page 76 
 

11.3 Gas Validation 
 
When carrying out the validation procedure with gas make sure a cylinder of Certified Validation Gas 
is connected to the “VAL GAS IN” port. 
 
Maintain a continuous regulated pressure of approximately 1.4 - 1.7 bar (20 - 25psi) on the validation 
gas port. 
 

 
 
Before validating the instrument, place foil or any films into both cells A and B.  
 
It is recommended that 50ppm moisture in nitrogen certified gas be used for validation.  
 
Start the software by double clicking the 7101 icon and click Validate at the Main Menu.  
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At the main Validation window click on Gas as shown below. 
 

 
 

The top half of the Validation window consists of setup parameters and status indicators. The bottom 
half displays the real time graph during the validation process. 
 
Click GAS in the Validation Target area, as shown below. The “WVTR” will be replaced with “ppm”.  
In addition, the WVTR units of measure disappear.   Enter the ppm value of the gas being used for the 
validation in the ppm box.   
 

 
 

Enter the desired test cell temperature in the target temperature box.  Click on the C or F to indicate 
Celsius or Fahrenheit.  The status bar below the actual and target temperatures will be red when the 

actual temperature is more than 1 degree from the target temperature.   
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Otherwise, a green status bar means the temperature is within 1 degree of the target, as shown below. 
 

  
Click Start to begin a validation cycle which will trigger a series of software and hardware routines.  
 

 
Once the validation has started, VAL GAS flows through the system to evacuate any moisture 
present.  The gas bypasses the sensor for a time equal to the "Bypass Time" parameter set by the 
user (30 min in the figure above.) 
 
The bar located beneath BYPASS PROGRESS indicates the status in percentage of bypass 
completed (see above.) After the bypass time expires, the nitrogen is allowed to flow through the 
sensor.  A flow rate of 10 cc/min for “Flow-C” and 10 cc/min for “Flow-T” is automatically controlled by 
the system.   
After the bypass time expires, the gas is allowed to flow through the sensor for the duration specified 
in the PURGE TIME box (30 minutes in the above figure.)   
The box next to Purging System will turn blue while the system is being purged.     
After the PURGE TIME expires, the box will turn green and the validation process begins.  VAL GAS 
will flow through the system.  The moisture ppm detected by the sensor will now be plotted at 1-
minute intervals on the graph.   
The moisture value will change on the graph and, after time, will become stabilized. 
Click on “Val Now” button to accept new Span value (If change in span is more than 10% contact 
Systech Illinois service). 
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At this time, click “Double flow check” to verify readings with doubled flow.  
 

 
 

After some time, the value should stabilize at double of the initial value (+/- 5 %).  
 
At this point the user click STOP to finish validation. 
 
NOTE: Either leave the calibration gas cylinder connected to the VAL GAS IN or fit the blanking 

nut to prevent the ingress of moisture into the system. 
 
To exit the Validation window, click on the “X” in the upper right corner.  
 
Validation results are saved it the Maintenance files folder (see section 5.3.) 

11.4 Validation Gas Recommendations 
 

30cc/min = 1800cc/hr. (Test cells A + B + Purge paths) 
Validation takes a maximum of 5 hrs = 9000cc/5hr 
That’s approximately 9 liters per validation per analyzer. 

 
A good quality regulator and stainless steel connecting tube should be used and can be left connected 
to the VAL GAS inlet to reduce the leak of air into the regulator and tube. Remember to replace the 
blanking nut on the Validation Inlet on unconnected analyzers. 
 
Use a certified cylinder with a target value of about 50 ppm of moisture in nitrogen, equivalent to 
approximately 0.1 g/m2*day.  
 
Depending on the expected values of tests being carried out, other validation gas target values may 
be preferred. 
 
Validation reference films are also available.  
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12.0 TROUBLESHOOTING 
 
This section lists some helpful tips in troubleshooting the Model 7101.  Also, a useful diagnostic file 
can be generated and e-mailed to Systech Illinois to quickly solve any difficult problems.  To generate 
this file, click the Create Diagnostic Files check box in the System Setup page.   
Click SETUP at the Main Menu (Title Screen) to open the System Setup page.   
After selecting the diagnostic file, run the test using the same parameters that caused the initial 
problem.  Once the test is completed exit the software.  The file 7101diag.txt will be written to the 
“diagnostics file” directory that was created on the hard drive when the software was installed.  E-mail 
this 7101diag.txt file to Systech Illinois Instruments at support.uk@systechillinois.com  or 
service@illinoisinstruments.com to have your problem quickly resolved. 
 

 

12.1 WVTR Readings Are High. 
 

• Verify the expected WVTR value. 

• Verify the selected WVTR units of measure.  Readings in g/m2 *day are 15.5 times higher 
than readings in g/100in2 *day. 

• Verify there are no leaks in the nitrogen gas line between the instrument and the gas 
cylinder, or between moisture trap and input fittings. 

• Verify the nitrogen is high purity (99.999%.) 

• Verify enough grease is applied to the sample cell to seal the film.   

• Verify the film sample is free of any wrinkles, creases, tears or holes. 

• Verify the test cell temperature is correct for your test.  A higher test cell temperature results 
in a higher moisture permeation rate. 

• Connect certified gas bottle and run validation routine. 
 

12.2 WVTR Readings Are Low. 
 

• Verify the expected WVTR value. 

• Verify the selected WVTR units of measure.  Readings in g/100in2 *day are 15.5 times lower 
than readings in g/m2 *day. 

• Verify the moisture gas supply is present and regulated at 1.4 - 1.7 bar (20 - 25 psi.) 

• Verify the test cell temperature is correct for the film.  A lower test cell temperature may result 
in a lower moisture permeation rate. 

• Connect certified gas bottle and run validation routine. 

12.3 No Power. 
 

• Check the fuse in the AC input module.   
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13.0 ACCESSORIES AND REPLACEMENT PARTS  
 
Systech Illinois makes several useful accessories and replacement parts available to assist in 
applications and servicing.  When ordering, please specify the model and serial number of the 
instrument and the description of items required as listed below:  
 
 

Part Number Description  

 071 500 Moisture Sensor 

 070 051 Trap, Large-Capacity Moisture ZPure SS 

 080 055 Film Sealant (25 g. Tube) 

 081 425 RH (humidity) Sensor 

 081 720 Test cell O-ring seal 

 081 738 Test Gas Spigot O-ring 

 APL-800814 5cm2 Mask Plate Assembly 

 PPL-130283 Mask Seal Gasket 
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14.0 MAINTENANCE AND WARRANTY 
 

14.1 Maintenance  
 
When carrying out a Film or Gas Validation on the Model 7101 (refer to these sections earlier in the 
manual, if the NEW SPAN value is greater than the current SPAN by 10-20%, this is indication that the 
sensor needs to be replaced.  Systech Illinois Instruments can perform this task during an Analyzer 
Service or by return of the analyzer to Systech Illinois Instruments. 
 
Our moisture sensors are extensively tested during the manufacturing process to assure quality and 
performance. Testing poor barriers or exposing sensor to high levels of moisture could shorten the 
sensor life. 
 
 

14.2 Warranty 
 
This instrument is guaranteed for a period of one year from its delivery to the purchaser covering faulty 
workmanship and replacement of defective parts. This assumes fair wear and tear and usage specified 
on the data sheet. It does not cover routine validation and housekeeping. 
 
The Warranty is on a Return to Base (RTB) basis. However, under exceptional circumstances this may 
be extended to cover onsite warranty. This may involve extra costs to the end-user. 
 
We maintain comprehensive after sales facilities and the instrument should be returned to our factory 
for repairing or servicing if this is necessary. The type and serial number should always be quoted 
together with full details of any fault. 
 
Warranty repair or replacement will be made without charge noting the above comments. Equipment 
must be shipped prepaid after return authorisation has been obtained. 
 
All service and technical enquiries are covered from our factories, where we will endeavour to give a 
quick and helpful response to all queries. 
 
The factory addresses are: 
 
 

Industrial Physics Product Integrity Inc 
(TME / Illinois Instruments) 
68 Barnum Road,  
Devens 
Massachusetts 01434-3508 
Tel: +1 978 772 0970 
 

Industrial Physics Product Integrity Ltd 
(Systech Instruments) 
17 Thame Park Business Centre 
Wenman Road 
Thame 
Oxfordshire 
OX9 3XA  Tel: +44 (0)1844 216838 
 

 
 

For customers outside UK or USA, please contact us for details of your local representative. 
Alternatively check out our website: 
 
 

www.systechillinois.com 
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15.0 TECHNICAL SPECIFICATIONS 
 

Measuring range:  

Films:  

Normal Range (unmasked) 0.002 to 10 g/m2•day  

Normal Range (masked) 0.02 to 70 g/m2•day 

Extended Range (unmasked) 0.02 to 70 g/m2•day 

Extended Range (masked) 0.2 to 1,000 g/m2•day 

  

Packages:  

 Normal Range 0.00001 to 0.05 g/(pack• day) 

Extended Range 0.0001 to 0.5 g/(pack• day) 

  

Supply pressure: 1.4 - 1.7  (20 - 25 PSI) regulated (N2 and N2)  

  

Gas fittings: 1/8 in Swagelok® (supplied)  

  

Sample temperature range: 10C to 40C (50F to 104F) 

  

Controlled RH:  

Films 0% to 90% ±2%, or 100% 

Packages Ambient or Environmental Chamber 

  

Sample thickness: Up to 2.7mm (0.1 in.)  

  

Sample test area: 50 cm2 (4 in x 4 in) 

  

Power requirements: 110/220 VAC, 50-60Hz, 160 VA (400 VA max)  

  

Dimensions, mm (in.): 412 x 650 x 362 (16.2 x 26 x 14.25) 

  

Weight, kg (lb.): 43 (95) 
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16.0 RETURN SHIPMENT INSTRUCTIONS 
 
Before packing the permeation analyzer please carry out the following: 
 

• Empty the water reservoirs using the syringe with tube attached (in the "Start UP" box that was 
supplied with the analyzer.) 

 

• Shutdown the analyzer software. 
 

• Turn OFF the moisture supply and disconnect the pipe from the moisture source Inlet. 
 

• Locate the blanking nut in the white "Start UP" box. (This is to protect the moisture trap from 
being consumed by air whilst disconnected from the nitrogen supply.) 

 

• Turn OFF the nitrogen supply and disconnect the pipe from the nitrogen source inlet and fit the 
blanking nut to the analyzer inlet. 

 

• Disconnect the USB and power cables. 
 

• If you have the original packing and crate put the analyzer in it together with its foam protection. 
If the original shipping container is not available, then ensure that the instrument is packed in 
a suitable enclosure with a minimum of 50mm (2 inches) of packing material all round and 
under the instrument. Failure to follow these guidelines could result in extra expense due to 
incurring shipping damage. 

 

• We do not require the tubing, cell insulation, Start Up box or any cables. 
 

• The brass plates should be cleaned and placed in the cells with the covers closed down (we 
need to check the condition of the plates.) 

 
Please then arrange with a suitable carrier for the analyzer to be returned to your local Systech Illinois 
office. 
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EU Declaration of Conformity 
In accordance with the European Parliament and Council Decision No. 768/2008/EC Annex III 

 
Object of the Declaration: 
 Product:   7101 Water Vapor Permeation Analyser 
 Model/type:  7101 / Water Vapor Permeation Analyser 
 
Manufacturer:   Industrial Physics Product Integrity Ltd (Systech Instruments) 
Address:                  17 Thame Park Business Centre, 

Wenman Road, 
Thame, Oxon, OX9 3XA, 
United Kingdom 

 
This declaration is issued under the sole responsibility of the manufacturer. 
 
The object of the declaration described above is in conformity with the relevant Union harmonisation 
legislation: 
 
 2014/30/EU  EMC Directive 
 2014/35/EU  Low Voltage Directive 

2011/65/EU Restriction of Hazardous Substances in Electrical & Electronic Equipment  
 
Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 
 
 Reference & Date Title 

EN 61010-1:2010 Safety requirements for electrical equipment for measurement, control, 
and laboratory use. General requirements 

EN 61326-1:2013 Electrical equipment for measurement, control, and laboratory use – EMC 
requirements 

 
Signed for on behalf of:  Industrial Physics Product Integrity Ltd (Systech Instruments) 
Place of issue:   Thame, United Kingdom 
Date of issue:   17th April 2019 
Name:    Leigh Butler 
Position:   Operations Director 
 

Signature:   
 
The technical documentation is available from the above address. 
 
 

https://www.industrialphysics.com/PI

