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Protecting

Product Integrity



Ordering Information:

Catalog Number Article Description

VF8600 CC2000 Basic

• 1 mm exchangeable cutter for precise cross-cutting

CC2000 Basic: Fixed depth (approx. 80 μm), self-

aligning cutter head with cutting edge on the right

CC3000 Professional: Height-adjustable cutter head

with ball bearing guidance and central cutting edge

(max. depth 750 μm)

• Ensures reproducible and accurate cutting results

• Ergonomically shaped handle for user comfort

• Durable, replaceable hardened steel knife

• Compliant with ISO 17872

• Required for use in Qualicoat and QIB laboratories

• Optional component in the TQC Sheen Qualicoat Kit

Features:

TQC Sheen Machu Scratching Tool

Precision Surface Preparation for Corrosion Testing

The TQC Sheen Machu Scratching Tool is a precision 

instrument designed to prepare coated panels for Machu 

corrosion testing in compliance with ISO 17872. It 

produces a controlled cut through the coating down to 

the metal substrate, enabling reliable and repeatable test 

results. This tool is also offered as an optional component 

in the official Qualicoat kit.

Two Models for Different Needs

Choose from two variants to suit your application:

Basic (CC2000): Features a self-aligning knife bracket for 

perpendicular cuts, ideal for coatings around 80 μm thick.

Professional (CC3000): Includes adjustable cutting depth 

and dual ball bearings for precise substrate contact and 

consistent performance.

Engineered for Reliability

With a 1 mm width cutter and ergonomic grip, the Machu 

Scratching Tool ensures clean, consistent scratches. Its 

robust, lab-ready design includes a replaceable cutter 

and is trusted by Qualicoat and QIB accredited labs for 

quality control and coating evaluation.

Easy Operation

1) Choose the model that fits your needs.

2) Position the tool on the coated panel.

3) Draw to make a clean, perpendicular cut.

4) Proceed with Machu testing per ISO 17872.

Technical Specification:

Cutter width: 1 mm

Cutting depth: 

Knife alignment: 

• Fixed (CC2000 Basic – approx.

80 μm)

• Adjustable up to 750 μm
(CC3000 Professional)

Trusted by Labs Worldwide

Built for accuracy and repeatability, the TQC Sheen 

Machu Scratching Tool helps ensure consistent 

preparation for corrosion testing. Whether using the 

Basic or Professional version, you’ll get dependable 

results aligned with international testing standards.

Standards:

ISO 17872 (also supports DIN 53167, DIN 50021, ISO 

4628-8, ISO 9227)

Material: 

Tool type: 

• Self-aligning with fixing bolt (Basic)

• Bearing-guided head for optimal        

precision (Professional)

Standards 

compliance: 

Standard indoor/outdoor settings 

VF8605 CC3000 Professional

Included with: Optional within the TQC Sheen 

Qualicoat Kit 

• Right-aligned (Basic)

• Center-aligned (Professional)

Hardened steel cutter with 

ergonomic grip



Contact Details

web. www.industrialphysics.com

email. info@industrialphysics.com

Disclaimer 

The information contained in this document is liable to 

modification from time to time in the light of experience 

and our policy of continuous product development. 

Check the Industrial Physics website for the latest version.

Catalog Number Article Description

Optional Items:

Spare cutting blade 1mm for 

type CC2000 Basic model

VF8611 Spare cutter 1mm for type 

CC3000 Professional model

Optional Items 2:

Loose TQC Sheen blades for cutters acc. to DIN-ISO

Accessories:

VF8610

SP1702

SP1703

SP1704

SP1706

Tooth space 1 mm

Tooth space 2 mm

Tooth space 3 mm

Loose TQC Sheen blades for cutters acc. to ASTM 

SP1705 Tooth space 1 mm

Tooth space 1,5 mm




