
TQC Sheen 

Bird Applicators

Protecting

Product Integrity



• Various sizes available for 1-sided or 4-sided

applicators

• Custom options available

• Calibration certificate

• Protective case

• Corrosion-resistant

• Easy to clean

• Compatible with TQC Sheen Automatic Film

Applicators

Standards

ASTM D823, ASTM D2486, ASTM D3258, 

ASTM D3265, ASTM D333

Technical Specification:

Material: ASAB Stavax Stainless steel 
HRC 55 (through hardened)

Accuracy: +/- 2 µm
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Surface treatment: Polished

TQC Sheen Bird Applicators

The TQC Sheen Bird applicator are available as one-
sided or four-sided, with predefined gap sizes. 

The Bird applicator is also known as a prism film 
applicator and is available in various film widths, so it 
used for many different types of sample sizes.

Our range of Bird applicators include a variety of 
models, from one-sided/single gap options through to 
a range of four-sided/four-gap options. All are made 

from high grade materials so they are built to last and 

with extreme care – providing accuracy levels of  +/- 2 

µm.

We can also provide custom-made four-sided or one-

sided bird applicators. These can be ordered to meet 

the sizes you require and support your specific 

coating testing needs

Features:

1-sided Bird Applicator: Outer Dimensions:

50mm film width applicator:   90x28x28 mm

75mm film width applicator:   105x25x15 mm

90mm film width applicator:   120x19x19 mm

4-sided Bird Applicator:  Outer Dimensions::

50mm film width applicator:     90x28x28 mm 

75mm film width applicator:    115x28x28 mm

100mm film width applicator:  140x28x28 mm

150mm film width applicator:  190x28x28 mm



Disclaimer 

The information contained in this document is liable to 

modification from time to time in the light of experience 

and our policy of continuous product development. 

Check the Industrial Physics website for the latest version.

Contact Details

web.	 www.industrialphysics.com

email.	 info@industrialphysics.com

50mm 60mm 75mm 80 mm 90mm 100mm 150mm

25 µm – – – – VF1586 – –

50 µm VF1541 – VF1571 – VF1587 – –

75 µm VF1542 – VF1572 – VF1588 – –

100 µm VF1543 – VF1573 – VF1589 – –

125 µm VF1544 – VF1574 – – – –

150 µm VF1545 – VF1575 – VF1591 – –

200 µm – – VF1576 – VF1592 – –

250 µm – – – – VF1593 – –

Custom µm VF1540 – VF1570 – VF1595 – –

Bird applicator 1-side (single-gap):

50mm 60mm 75mm 80 mm 90mm 100mm 150mm

50/100/150/200 µm VF2161 – VF2162 – – VF2163 VF1581

Custom µm VF1837 VF2164 VF1530 VF1536 – VF1535 VF1580

Bird applicator 4-sided (4-gaps):

Gap size

Film Width 

Gap size

Film Width

Ordering information:

Catalog Number Article Description

VF1601

VF1602

Glass Film Application Table 380 x 230mm 

Glass Film Application Table 230 x 160 mm

Note: We can offer bespoke sizes to meet your needs for one-sided and four-sided bird-type film applicators. 

Please contact us directly for a quote. 

Note: The total width of the applicator is the film width + 2 x 15 mm feet for the single-gap applicators and + 
2 x 20 mm feet for the 4-gaps applicators.

Accessories:

VF1603 Glass Film Application Table 300 x 100 mm

Test charts, various options




