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TQC Sheen HI0045 pH Meter Kit

The TQC Sheen HI0045 pH Meter Kit is a portable, 
microprocessor-based instrument designed for 
accurate pH and temperature testing in industrial 
and laboratory environments. With a high-resolution 
display, auto-buffer recognition, and long battery 
life, it’s ideal for use in coatings, water analysis, and 
surface preparation applications. 

Technical Specification:

pH Range 0.001 to 14.00 pH

pH Resolution 0.01 pH

pH Accuracy ± 0.01 pH

Calibration Points 2 to 5 points

Buffer Groups USA: 1.68, 4.01, 7.00, 
10.01, 12.45
NIST: 1.68, 4.01, 6.86, 
9.18, 12.45
Pb: 4.10, 6.97

Temperature Range 0.0 to 100.0 °C

Temperature Resolution 0.1 °C

Temperature Accuracy ± 0.5 °C

Temperature Compensation Auto / Manual
(0 – 100 °C)

Operating Temperature 0 to 50 °C

Battery Life Approx. 500 hours

Power Supply 4 x 1.5 V AAA alkaline 
batteries (included)

Weight 0.255 kg

Dimensions (W) 157 mm x (H) 85 
mm x (D) 42 mm

Accurate and Portable pH Testing for 
Industrial and Lab Use
The TQC Sheen HI0045 pH Meter Kit is a compact 
and easy-to-use handheld device designed for 
reliable pH and temperature measurements. 
Engineered for professionals who require 
accurate, repeatable data in the field or lab, 
this microprocessor-based instrument supports 
applications ranging from coatings and surface 
preparation to quality control in inks and water 
systems.

With an extended pH range from 0.001 to 14.00 
pH, ±0.01 pH accuracy, and automatic or manual 
temperature compensation, the HI0045 delivers 
laboratory-grade results in a portable format. 
Calibration is fast and flexible, with up to five 
calibration points and multiple buffer group options 
(USA, NIST, Pb).

Whether you’re measuring the surface pH of 
metals before coating or assessing water quality 
in ink production, the HI0045 offers the tools you 
need in one complete kit - including batteries, 
protective rubber armor, and an easy-to-read LCD 
screen with intuitive four-key navigation.



Disclaimer 
The information contained in this document is liable to 
modification from time to time in the light of experience 
and our policy of continuous product development. 
Check the Industrial Physics website for the latest version.
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HI0045 TQC Sheen HI0045 pH Meter Kit

Features & Benefits:
•	 Portable and easy-to-use microprocessor-based 

meter

•	 Measures pH and temperature (°C) simultaneously

•	 Auto-buffer recognition for faster calibration

•	 Hold function for field flexibility

•	 Auto shut-off feature after 17 minutes of inactivity

•	 ±0.01 pH and ±0.5 °C accuracy for trusted results

•	 Wide pH range: 0.001 to 14.00 pH

•	 Temperature compensation: automatic or manual 
(0–100 °C)

•	 Up to 5-point calibration with multiple buffer 
groups (USA, NIST, Pb)

•	 Long battery life – 500 hours on 4 x AAA batteries 
(included)

•	 Compact and lightweight: 15.7 x 8.5 x 4.2 cm, 
255g

•	 Ideal for coatings, inks, metals, and surface prep 
industries

How to use the TQC Sheen HI0045 
pH Meter:
•	 Power on the device using the rubberized keypad

•	 Calibrate using 2–5 standard buffer solutions 
based on your selected group

•	 Insert the probe into the test liquid or surface

•	 View pH and temperature results simultaneously 
on the digital display

•	 Use the “Hold” function for convenience in 
fieldwork or tight environments

•	 The unit will automatically shut off after 17 
minutes to preserve battery life

Why Accurate pH Testing Matters
In surface preparation and coatings, improper 
pH levels can result in poor adhesion, corrosion, 
or coating failure. The HI0045 helps users verify 
surface conditions before application, ensuring 
compliance with international standards and 
extending product performance in critical 
environments.


